
JJuusstt  aa  RReemmiinnddeerr  ..  ..  ..  
 
It’s time for your vacuum pump’s 

maintenance check-up  
 

 
 

While Busch R5 Series high performance
vacuum pumps require very little routine
preventative maintenance, to insure long
service life & optimal performance, always
use quality Busch replacement parts &
vacuum pump oil.  Your pump will thank you! 

 
 
 
 
 
 
 

 
 Recommended Maintenance Schedule: 
 Change oil* & oil filter  .....................................................................  every 750 – 1000 hours or as needed 
 Change exhaust filter(s)  …………………………………………………….  every 9-18 months or as needed 
 Inspect inlet filter  ……………………………………………….............................  weekly, replace as needed 

   
    *When using Busch R530 mineral oil.  Longer drain intervals are possible with optional Busch lubricants. 

 
 

Pump Size Vacuum Pump 
Oil 

Spin On 
Oil Filter 

Exhaust Filter 
Kit 

Paper Inlet 
Filter Cartridge 

0010, 0016 R530  993.062.02 532.005.00 
0012, 0021 R530 (0012) 

R580 (0021) 
 993.120.02 532.005.00 

0025, 0040 R530 531.002.00 993.134.02 532.002.00 
0025, 0040 C & E R530 531.002.00 0993.900.245 532.002.00 
0063, 0100 R530 531.002.00 993.194.02 532.002.00 (0063) 

532.003.00 (0100) 
0063, 0100, C & E R530 531.002.00 0993.902.118 532.002.00 (0063) 

532.003.00 (0100) 
0100-111/131 R530 531.002.00 993.224.02 532.003.00 
0160, 0250 R530 531.001.00 0993.900.556 532.004.00 
0160, 0250-112/118 
below S/N 3999 

R530 531.001.00 993.252.02 532.004.00 

0250 C R530 531.001.00 0993.900.557 532.004.00 
0400, 0630 R530 531.005.00 993.316.02 532.006.00 
1000, 1600 R590 531.005.00 993.370.02 532.013.01 (poly) 

 
Contact your local authorized Busch distributor: 

 
Appleton Compressor Service & Supply 

WI Toll Free:  (888) 731-5789     Phone:  (920) 731-5789     Fax:  (920) 731-5918 
www.appletoncompressor.com 
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